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ULTRASTAB 864I-2000 CURRENT TRANSDUCER

BASIC SPECIFICATIONS

Primary current I (max.)
- Programmable in steps of 125A from 1000 to 2000A
   by means of a programming plug (customer specified)

1000A to 2000A

Polarity Bipolar

Output current at max primary current ± 1 A

Burden resistor:
   Max
   Min

                        1.5ohm
                        1 ohm                         

Overload capacity (normal operation) 15%       

Overload capacity (fault) 500% (0.1 s)

Transfer ratio I max. A / 1 A < 1 ppm

Linearity < 10 ppm

Measuring/ratio stability: 
   v.s. temperature
   v.s. time

< 1 ppm/°C
< 1 ppm/month

Offset (adjustable):
   Initial
   Drift v.s. temperature
   Drift v.s. time

< 2 ppm
< 0.5 ppm/°C

< 1 ppm/month

Noise feedback to main conductor
   DC - 100 kHz (RMS)
(Measured on the primary current cable - one turn)

< 10 µV

Output noise feedback (RMS):
   DC - 10 Hz
   DC - 10 kHz
   DC - 50 kHz
(Measured over 1 Ω at the output terminals)

< 0.1 ppm
< 5 ppm
< 8 ppm



T:\Specifikationer-seneste\SPEC864I-0598.doc            11C01

ULTRASTAB 864I-2000 CURRENT TRANSDUCER

BASIC SPECIFICATIONS 

Slew rate (10-90%) ≥20kA/ms

Sensitivity to position of conductor                    < 0.3 ppm/mm

Bandwidth (small signal 0.5%) 3 dB                               DC to 300kHz

Busbar free zone to be within linearity
Specification:
Cylinder shape (diameter x length)

                             Ø 220 x 220 mm

Test voltage transducer head 5 kV AC (RMS)

Cable length electronics measuring head
Standard
Optional up to

                                       2.5 m
                                        10 m

Operating temperature electronics 10 - 40°C

Operating temperature measuring head 0 - 60°C

Input power requirement ±15V (± 1%) ± 1.3A

Sensitivity to power supply changes  1 ppm / %

Mechanical dimensions:
   A.  Electronics Eurocard (dwg 88375)
        Weight

160 x 100 x 59 mm
0.5 kg

  B.  Transducer head
        Hole for conductor
        Weight

                             200 x 165 x 70 mm
φ 50 mm

3.5 kg

All ppm figures refer to max. output.
Specifications are subject to change without notice.
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